PHOENIX
SE PPT91 SERIES Digital Differential Pressure Transducer DATASHEET

PPT91 Digital Differential Pressure Transducer

Wet/wet differential - I2C or SPI - 1 to 500 PSID

FEATURES

® Wet/wet differential measurement — liquid, air & gas
= Digital output: I°C (0x28) or SPI

® 14-bit corrected AP + 11-bit temperature

® 1to 500 PSID ranges

® Static line pressure to 2,000 PS|

s =0.15% FS typical linearity - ~l ms response
® -40to 125 °C operating temperature

s Design conforms to GB 3836.4

DIFFERENTIAL  I°C [ SPI  SS316L
DESCRIPTION APPLICATIONS
The PPTl is the digital version of the PPT90 differential ® Filter clogging measurement

transducer. It measures the difference between two live
process pressures — liquid, air or gas on both ports —
and reports the corrected result directly over I2C or SPI. s Oil&gas

@ Industrial automation

@ Compressors
An oil-filled MEMS element, isolated on both sides by
SS316L diaphragms, sits in a rigid stainless housing that .
isolates it from mounting stress. An on-board DSP s Embedded & OEM controls
applies temperature correction, so no host-side
compensation is required.

Catalytic converter [ exhaust

MAXIMUM ENVIRONMENTAL RATINGS

Operating Temperature -40 to 125 °C Overpressure, high side 2x full scale
Compensated Temperature 0 to 50 °C Overpressure, low side 1x full scale
Max Static (Line) Pressure 2,000 PSI Pressure Range 1 to 500 PSID
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Electrical & performance specifications

V. =5V, T =25 °C unless noted

DD

PPT91 SERIES
Digital Differential Pressure Transducer

PARAMETER SYMBOL MIN TYP MAX UNITS
Supply voltage Voo 3.0 5.0 5.5 vDC
Output — option 0 = SPI, read-only =
Output — option 1 - I2C (0x28) -
Pressure [ temperature resolution = 14-bit / 11-bit =
Linearity (BFSL) +%FS - 0.15 0.2 %FS
Repeatability +%FS -0.05 = 0.05 %FS
Full-scale thermal error - - 0.75 1.0 %FS
Response time t, = 0.5 1 ms
Compensated temperature T, 0 - 50 °C
Operating temperature Top -40 - 125 °C
Differential pressure range AP 1 - 500 PSID
Max static (line) pressure = = = 2,000 PSI
NOTES
Overpressure limits by range are listed on page 3. Positive counts correspond to PHIGH> PLOW
Electrical connections Pin configuration
WIRE 12C SPI
Red
Red VDD VDD VDD
Black GND GND Black
. GND
White SDA MISO
White
Yellow SCL SCLK
PPTS! SDA / MISO
Green INT SS
o Yellow
Cable (flying leads) shown. Plug-connector pin assignment per the SCL / SCLK
PPT91 outline drawing.
Green
INT / SS

BUS NOTES

SDA and SCL require external pull-ups sized for the bus
capacitance and selected bit rate. INT/SS is a data-
ready interrupt in I2C mode and slave select in SPI

mode.
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Fig. 1 — Plug and cable electrical connections.
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Package, media & installation

Package

SS316L pressure ports and diaphragms with a Delrin or
SS316L housing. High (+) and low (-) ports are marked
on the body.

Pressure|oorts

G 1/4" female is standard; 1/4" NPT female, 1/8" NPT
female and 7/16-20 UNF are available. Custom threads
on request.

Line pressure

Both ports may see static line pressure up to 2,000 PSI.
Do not exceed the low-side overpressure limit when
pressurizing the low port alone.

Measuring ranges

CODE RANGE (PSID) OVERPRESSURE, HIGH
05 5 10
10 10 25
15 15 30
30 30 60
50 50 100
100 100 200
150 150 300
300 300 600
450 450 900

PPT91 SERIES
Digital Differential Pressure Transducer

Construction

An oil-filled differential MEMS element with both sides of
the die isolated behind $S316L diaphragms for wet/wet
measurement.

Media & wetted parts

Liquid, air and gas on both ports. Wetted surfaces are
stainless steel, Viton and/or tantalum.

Bus integration

Keep bus runs short and terminate pull-ups close to the
master. Specify the 1 MHz core clock or 100 kHz bit rate
for long or noisy runs.

SIDE OVERPRESSURE, LOW SIDE MAX STATIC

5 2,000
10 2,000
15 2,000
30 2,000
50 2,000
100 2,000
150 2,000
300 2,000
450 2,000

All values in PSI. Custom differential ranges from 1 to 500 PSID are available.

Max range PSID

Max line pressure

Response time Corrected AP data
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Digital interface — I>C & SPI

PPT91 SERIES
Digital Differential Pressure Transducer

A digital signal processor conditions the converted bridge signal, applies temperature correction, and computes the
corrected temperature value. Calibration coefficients and configuration bits — output mode, update rate, core clock,
SPI polarity — are held in EEPROM, which is locked at the factory . Output protocol and timing are therefore fixed for a

given PPT91 part number; specify them when ordering.

I>C interface

The PPT91 communicates over an addressable two-wire
interface at slave address 0x28 (other addresses
available on request). Commands are supported for
starting a measurement in Sleep Mode and for reading
data.

CORE CLOCK SUPPORTED I2C BIT RATES

4 MHz (factory default) 400 kHz or 100 kHz

1 MHz 100 kHz

SPlinterface

SPI is half duplex and read-only — it cannot receive
commands, so it is not available in the factory
calibration environment. MISO data change may be
programmed for the falling or rising edge of SCLK; falling
edge is the factory default.

CORE CLOCK MAXIMUM SCLK

4 MHz (factory default) 800 kHz

1 MHz 200 kHz

FACTORY CONFIGURATION DEFAULTS

I2C address: 0x28 -
Operating mode: Update Mode

Protocol: per part number -
edge -

Core clock: 4 MHz

Clock generator & power-onreset

An internal 4 MHz temperature-compensated oscillator
provides the time base for all operations, feeding a 4:1
post-scalar that can optionally source the digital core.
The 4 MHz core clock is the factory default; where fast
response and sampling are not required, the 1 MHz clock
yields better overall resolution performance. Once the
supply exceeds =1.9 V the reset de-asserts and the clock
starts at the selected frequency; an on-chip regulator
supplies the oscillator block to minimize drift with VDD.

Status bits — 2 MSBs of the output packet

BITS DEFINITION

00 Normal operation — good data packet
01 Device in Command Mode
10 Stale data — already fetched since the last

measurement cycle
1 Diagnostic condition exists (see page 7)
If a data fetch occurs before or during the first measurement

after power-on reset, "stale" is returned but the data is invalid
— the first measurement has not completed.

- Update_Rate 00 (0.5 ms period) - SPI polarity: falling

EEPROM is locked before shipment. Any change to protocol, address, clock, update rate, or mode must be specified at order

time.
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Bus parameters & timing

I2C PARAMETER SYM MIN MAX UNIT Figure 2.6 FC™ Timing Diagram
SCL clock frequency f. 100 400  kHz [
Ar = \ B . p
Sy
Start condition hold time to t 0.1 _ s T / X X__-___ ] s \ b?
SCL edge HDSTA ’ “ ;in (LUW V;\ T usunAT tHDSYA T (BUS
scL N / \
Minimum SCL low width t 0.6 — us C
1+L_“$Jh—m >k ol
Minimum SCL high width L 0.6 = us o e = i e
Start Condition setup to SCL (See section 3.1 for data transmission details.)
edge tousma 0.1 - Hs ) o ) ) _ _
Fig. 2 — I2C timing diagram. Combined SCL low and high widths must
Data hold time on SDA t 0 equal or exceed the minimum SCL period.
i - us
HDDAT
Data setup time on SDA toor 0.1 — us
Stop condition setup time
on SCL Tousto 0.1 - Hs
Bus free time, stop to start tos 2 - ps
SPI PARAMETER SYM MIN MAX UNIT Rise of SS relative to last clock edge - 01 us
Bus free time between rise and fall of SS i 2 us
SCLK frequency — 4 MHz fsc,_ 50 800 KHz * Combined low and high widths must equal or exceed minimum SCLK period.
core Figure 2.7 SPI Bus Data Output Timing
tupss  thion
SCLK frequency — 1MHz core £ 50 200 kHz I ’t:\’ —
SR o I 5 WA GV WAL
. tow fe— tsu
SS drop to first clock edge toss 2.5 - us | > X _____ )( i |
mso MZIN X N A X X i
Minimum SCLK low width o 0.6 - Hs . -2 T N | {
Minimum SCLK high width ty, 0.6 - s ?«i-[\;
Clock edge to data (See section 3.1 for data transmission details.)
transition Lo e 0.1 s
Fig. 3 — SPI bus data output timing, falling-edge polarity (factory
default).
SS rise relative to last clock
edge Touss 0.1 - us
Bus free time between SS + 5 _ S
rise and fall ELS H

THREE DEVIATIONS FROM STANDARD IZC

1) A start-stop condition sent with no CLK transitions in between causes the next communication to fail, even if its start
condition is correct; an additional start condition restores proper communication.

2) A restart condition — a falling SDA edge during data transmission while CLK is still high — creates the same failure
and likewise requires an additional start condition.

3) A falling SDA edge is not allowed between the start condition and the first rising SCL edge. With an address whose
first bit is 0, hold SDA low from the start condition through the first bit.
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Operating modes & update rates

PPT91 SERIES

Digital Differential Pressure Transducer

Conversions begin 10 ms after power-up — do not issue any command during this start-up window . With a 4 MHz
clock and locked EEPROM, the first corrected value is written to the digital output register within 6 ms of power-on.
Operation thereafter depends on whether the PPT91 is factory-programmed for Update Mode or Sleep Mode.

Update Mode

The digital core measures and corrects continuously at
the selected update rate and refreshes the I’C/SPI
output register. Between conversions the part powers
down — slower update rates therefore save power.
Temperature and auto-zero are measured periodically
as special measurements; the update period lengthens
by one conversion time when a special measurement
occurs. The host reads the register at any time with a
Read_DF and is assured data no older than the selected
update period.

Sleep Mode

After the command window the part powers down and
waits. A Read_MR (I2C or SPI) or Write_MR (I2C) wakes it
and starts a measurement cycle: Read_MR runs
temperature, auto-zero, and bridge measurements;
Write_MR measures the bridge only and corrects using
previously stored temperature and auto-zero data. The
host then issues a Read _DF to fetch the result without
waking the part again.

Figure 3.2 Power-Up Sequence and Timing for Update Mode with EEPROM Locked &

R <k v
|¢— 400 _>| |‘_ 4004 _.|
Command Temperature | AutoZero (AZ) Bridge DSP
§ Window Measurement | Measurement Measurement |Calculations

[ = —

Power applied to device.
Command window starts after
a short power-on-reset window.

—

1.4ms
400ps

With 4MHz CLK
execution time

220us

60ps
1* corrected signal measurement
written to digital output register
(12C or SPI)

<

Fig. 4 — Power-up sequence and timing, Update Mode with EEPROM locked.
Values are typical.

Update rate settings

PERIOD -
MHZ

1 PERIOD -

MHZ

4 CYCLES BETWEEN SPECIAL

MEASUREMENTS

UPDATE_RATE

00 (default) 1.6 ms 0.5 ms 255
01 5.0 ms 1.5 ms 127
10 25.0 ms 6.5 ms 31
1 125.0 ms 32.0 ms 15

Normal integration mode. Typical values — multiply by 1.15 for worst
case. At Update_Rate 00 there is no power-down period between
measurements.

phoenixsensors.com - (480) 462-1810 - sales@phoenixsensors.com

When EEPROM is unlocked the command window is 4.5 ms longer (6 ms).

Sleep Mode response
REQUEST 1 MHZ 4 MHZ
Read_MR 4.5 ms 1.5 ms
Write_MR 1.5 ms 0.5 ms

POLLING & INT PIN

Poll no faster than 20% beyond the update period
or Sleep Mode response time. In I2C mode the
INT/SS pin acts as a data-ready interrupt — watch
for its rise instead of polling.
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Commands, data packets & conversion

Figure 3.6 FC™ Measurement Packet Reads

(1) PC Read_MR - Measurement Request:
Slave starts a measurement and DSP calculation cycle.

3 Device Slave Address
(example: Bit 5)

EI Start Condition

— | Data Bit
Device Slave Wait for (example: Bit2)
Address [6:0] Slave ACK

Read/Write Bit

(example: Read=1)
(2) PC Read_DF2 - Data Fetch 2 Bytes:

Slave returns only bridge data to the master in 2 bytes. |A| Acknowledge (ACK)
|S‘6|5|4| 3‘2‘1|0|R‘A.|3|1111|||n|9|B]A‘7|5| 5‘4|3|2| I‘D|N‘S| No Acknowledge
(NACK)
I I I
DeviceSlave  Waitfor  Bridge Data Master Bridge Data Master EI Stop Condition
Address[6:0]  SlaveACK  [138]  ACK 70 NACK

I Status Bit
(3) C Read_DF3 - Data Fetch 3 Bytes:
Slave returns 2 bridge data bytes & temperature high byte (T[10:3]) to master.

|s‘sls|4|3‘z‘1|o|R‘A.13‘12’11|10|9|81A‘7|6|5‘4|3|2|1‘olA‘co|s‘n‘7|s|5,4]3'"‘5‘
I | | |

Device Slave Wait for Bridge Data Master ~ Bridge Data Master ~Temperature Master
Address [6:0] Slave ACK n3s] ACK 70 ACK Data[10:3]  NACK

(4) PC Read_DF4 - Data Fetch 4 Bytes:
Slave returns 2 bridge data bytes & 2 temperature bytes (T[10:3]) and (T[2:0]xxxxx) to master.

|shpp|qq4qnvllnphbqqqA7s o] oe]e[e]s[+[o]]z]*
I | | I

|

DeviceSlave  Waitfor  Bridge Data Master Bridge Master Temperature Master Temperature Master

Address [6:0]  SlaveACK  [138]  ACK Data ACK  Data[10:3]  ACK Data[20] NACK
I

0

N

g

Fig. 5 — I2C measurement packet reads. The master sends the 7-bit
slave address with the 8th bit = 1; the device ACKs and returns 2,
3, or 4 bytes depending on when the master sends NACK + stop.

Diagnostics

A diagnostic state is signalled when the two status MSBs
read 11: invalid EEPROM signature, bridge input short, loss
of bridge positive or negative, or loss of bridge source or
sink. EEPROM contents are protected by a 16-bit
signature re-checked at every power-on reset, and
comparators verify the bridge inputs stay within 0.15-VDD
to 0.85-VDD during all conversions.

phoenixsensors.com - (480) 462-1810 - sales@phoenixsensors.com

PPT91 SERIES
Digital Differential Pressure Transducer

COMMAND RETURNS / ACTION BUS

Wakes the part in Sleep

2
Read_MR Mode, starts a full e
SPI
measurement cycle
2 bytes — bridge data + 2 I2C
=S LDl status MSBs SPI
3 bytes — bridge data + 8- I2C
Read_DF3 bit temperature SPI
4 bytes — bridge + 11-bit 12¢C
Read_DF4 temperature (mask last 5
. SPI
bits)
Bridge-only measurement
Write_MR using stored temp / auto- I2C
zero
GG WiE 32-bit calibration packet — 12C

EEPROM factory locked

Figure 3.8 SPI Output Packet with Falling Edge SPI_Polarity

e [T I-UUL-JUUL-ULL_
o) - e - e b
SSs

Packet = [ {S(1:0),B(13:8)}, {B(7:0)}, {T(10:3)},{T(2:0),0xxx}] Where
S(1:0) = Status bits of packet (normal, command, busy, diagnostic)
B(13:8) = Upper 6 bits of 14-bit bridge data.
B(7:0) = Lower 8 bits of 14-bit bridge data
T(10:3) = Corrected temperature data (if application does not require corrected temperature, terminate read earty)
T(2:0), 0000 =. g bits of corrected data for full 11-bit resolution
HIZ = High impedance

Fig. 6 — SPI output packet, falling-edge polarity. Terminate
after byte 2 for pressure only, or byte 3 for 8-bit temperature.

Faults are detected in the next measurement cycle and
reported in the following data fetch. Status bits will not
clear until the cause is corrected and a power-on reset
is performed.

FULL PROTOCOL REFERENCE

Command byte definitions, the EEPROM register map,
Command Mode calibration sequences and long-integration
timing are in the Phoenix Sensors Digital Communication
Manual — available on request. Pressure and temperature
conversion is on page 8.
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Data conversion — pressure & temperature

Corrected pressure is returned as a 14-bit count and corrected temperature as an 11-bit count. The output is calibrated
s0 10% and 90% of the 14-bit span correspond to 0% and 100% of the PPT91 full-scale pressure range.

Digital pressure output Digital temperature output

16,383 2,047
~ 12,288 ~ 1,536
(] 0
+ +
c c
= =
[=] o
) (3]
~ 8,192 ~ 1,024
+ +
= =2
Qo [}
+ +
=] =]
© 4,09 © 512

0 0
0 25 50 75 100 -40 0 25 85 125
Pressure (% of full scale) Temperature (°C)
Fig. 7 — Pressure output counts vs. % of full scale. Fig. 8 — Temperature output counts vs. temperature.
Pressure counts Temperature counts

PRESSURE COUNTS (DEC) COUNTS (HEX) TEMPERATURE COUNTS (DEC) COUNTS (HEX)
0% 1,638 0x0666 -40°C 99 0x063
25% 4,919 0x1337 0°C 511 Ox1FF
50% 8,201 0x2009 25°C 769 0x301
75% 11,482 Ox2CDA 85 °C 1,387 Ox56B
100% 14,763 Ox39AB 125 °C 1,799 0x707

CALCULATION FORMULAS

Pressure counts: Y = 131.25 - X + 1638 (offset +125 counts) — X = pressure in % FS
Pressure from counts: X = (Y - 1638) / 131.25 - P = P | (PMAX— PMIQ - X / 100

Temperature counts: Y = 10.3 - T + 511 (25 °C = 768 counts) — T in °C
Temperature from counts: T = (Y - 511) / 10.3
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Mechanical dimensions — inches [mm]

PPT91 SERIES
Digital Differential Pressure Transducer

Cable or plug con

PPTI1

+— G 1/4" female (2x

HIGH (+) LOW (-)

REPRESENTATIVE QUTLINE - DIMENSIONS IN INCHES [MM]

Fig. 9 — PPT91 outline with high (+) and low (-) ports.

Key dimensions Construction
Standard port thread G 1/4" female Housing
Optional threads Las NP;/§6:23/3&FNPT F Wetted
Electrical exit Cable or plug connector

phoenixsensors.com - (480) 462-1810 - sales@phoenixsensors.com PPTO1 -

- NOT TO SCALE

SS316L
Delrin or SS316L

SS - Viton - tantalum
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Ordering information — part-number configuration

M 000 0D

MODEL OUTPUT  THREAD CONNECTION  RANGE PSID
No thread 1 Cable (flying leads) o5 ©-& 05, 10, 15,
00 30, 50, 100, 150,
1 I2C (0x28) 1 1/4" NPT female 2  Plug connector 300, 450

2 1/8" NPT female

3 7/16-20 UNF

SPECIFY WITH YOUR ORDER — FACTORY-LOCKED SETTINGS
Core clock (4 MHz / 1 MHz) - Update_Rate - Operating mode (Update / Sleep) - I2?C address if other than 0x28 - SPI polarity
(falling default / rising).

EXAMPLES

PPT91-1-21-05D ~» I2C - 1/8" NPT female - cable - 0-5 PSID
PPT91-0-12-100D » SPI - 1/4" NPT female - plug connector - 0-100 PSID

Configure your PPT91 REQUEST A QUOTE

Custom ranges, threads, addresses and connections are available for OEM volumes. Talk to sales@phoenixsensors.com
an engineer to spec your part. (480) 462-1810

Notice: Phoenix Sensors LLC reserves the right to make changes to the product contained in this publication. Phoenix Sensors LLC assumes no
responsibility for the use of any circuits described herein, conveys no license under any patent or other right, and makes no representation that
the circuits are free of patent infringement. While the information in this publication has been checked, no responsibility, however, is assumed
for inaccuracies. Phoenix Sensors LLC does not recommend the use of any of its products in life support applications where the failure or
malfunction of the product can reasonably be expected to cause failure of a life-support system or to significantly affect its safety or

effectiveness. Products are not authorized for use in such applications.
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